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Inspection  Machine 

Offline Converting

 

 

Metas Lite inspection  Machine  is a compact and highly efficient tabletop slitter rewinder machine. It has 

an accurate web tension control using manual clutch and brake. The machine is equipped with a splice 

table with pneumatic clamps for a quick and simple change of master roll, 3 sets of circular knives with 

lateral adjustment and razor knives as an optional. The Metas Lite inspection  Machine  is a cost-effective 

solution to slit, and rewind printed webs..

SPECIFICATIONS

 

 

  

 

 

Max. Web Width

Material Thickness

Max. Mechanical Speed

Electric Supply

Max. Unwind Roll Diameter

Max. Rewind Roll Diameter

Max. Roll Weight on Unwinder

Materials

OPTIONS

330 mm ( 13 in) 

50 μm – 200 μm

25m (82 ft.) per min / 100 meters/minute to die cut Blank Labels 

3 x 230V / 50 Hz 60hz

500 mm (20 in)

Up to 400 mm (16in)

30kg (60lb) 

Paper, foils (PVC, PET, OPS, PLA), self adhesives

• Additional slitting knives 
 •
 

Clear on clear sensor 
•
 

Digital printing unit to work in-line »  

 
•

 

Right to left configuration 
•

 

Pneumatic air shafts 
•

 

QRC (Quick Remote Connection) 
•

 

Razor slitting knives 

 
 
 

 

 


